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Please read all instructions carefully before
beginning installation.
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To avoid electrical shock and to
:: gt:i;igr:::dj?er (small) e e : N
air conditioner, and thermostat, OFF), =
Drill with 3116-in. (4.8mm) bt discomnect the power supply A3 Y
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before beginning work, This can be

On replacement installations, mount the new done al the fuse bw:(, ',’r the circuit
thermostat in place of the old one unless the breaker, or al the appliance.

conditions lisled below suggest otherwise. On new installations, follow the guidelines listed below.

THERMOSTAT LOCATION
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. Locate the thermostat on an inside wall, about 5 a draft from a stairwell, door, or window.
ft. (1.5m) above the floor, and In a room that is 4. Do not locate in a damp area. This can lead to
used often. corrosion that will shorten thermostat life,

. Do not install it where there are unusual heating 5. Do not locate where air circulation is poor, such
conditions, such as: in direct sunlight; near a as: in a corner or an alcove; or behind an open
lamp, radio, television, radiator, register, or door.
fireplace; near hot water pipes in awall, neara 6. Do not install the unit until all construction work
stove on the other side of a wall. and painting has been completed.

» To change to Celsius - remove the jumper marked - C/F.
+ Press the small unmarked button on the front of the thermostat for the changes to take effect.

3. Do not locate in unusual cooling conditions, such 7. This thermostat does not require leveling.

as: on a wall separating an unheated room; or in
REMOVING THE OLD THERMOSTAT CAUTION
Switch electricity to the fumace and air conditioner OFF; then praceed with the | Read instructions carefuly
following sleps. before (BRI alRY

) from existing themmostat.

1. Remove cover from old thermostat. Most are snap-on types and simply | s must be laheled

pull off. Some have locking screws on the side. These must be loosened. | before they are removed.
2. Note the letters printed near the terminals. Attach labels (enclosed) to When removing wires from

each wire for identification. Remove and label wires one at a fime. Make | their terminals, igniors the:

sure the wires do nol fall back inside the wall. color of the wires since these_
3. Loosen all screws on the old thermostat and remove it from the wall g"gl’ not comply with the

MOUNTING THE UNIT ON THE WALL

1. Strip insulation 3/8 in. (9.5mm) from wire ends and clean off any corrasion
2. Fill wall opening with non-combustible insulation to prevent drafts from affecting the

thermostat
T
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3. Press down on the button on the top of the thermostat

and swing the body away from the base and down to
remove the body from the base.

NOTE
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you are using the old mounting holes, the screws may ot hald. Deita | ([l clolo]lo]oflo
3/16-in. (4.8mm) hole at sach scraw location, and insert the plastic

anchors provided. Then mount the base as described below.

ATTACHING WIRES

4. Hold the base against the wall, with the wires
coming through the hole provided. Route the
wires to below the terminal block. Position the
base for best appearance (to hide any marks from
an old thermostat). An optional wall plate is
available. Aftach the base to the wall with the two
screws provided.
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TECHNICAL SERVICE

If you have any problems installing or using this thermostat, please reread the instruc-
tions carefully. Technical Service is available through our Technical Service number. If
you require assistance, please call our offices between 8:00 a.m. and 4:30 p.m.
Eastern Standard Time, Manday through Friday. The number is (856) 234-8803.

WARRANTY

Limited Warranty: If this unit fails because of defects in materials or workmanship
within one year of date of original purchase, LUX will, at its option, repair or replace it.
This warranty does not cover

damage by accident, misuse, or failure to follow installation instructions. Implied
warranties are limited in duration to one year from date of original purchase. Some
states do not allow limitations an how long an implied warranty lasts, so the above
limitation may not apply to you. Please return malfunctioning or defective units to the
participating retailer from which purchase was made, along with proof of purchase.
Please refer to Technical Service Section before returning thermostat.

Purchaser assumes all risks and liability for incidental and consequential damage
resulting from installation and use of this unit. Some states do not allow the exclusion
of incidental or consequential damages, so the above exclusion may not apply to you.
This warranty gives you specific legal rights and you may also have other rights which
vary from state to state. Applicable in the U.S.A. only.




